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Executive Summary

The purpose of the report is to advise committee of further investigations in relation to a
petition for the installation of a controlled crossing at Woodside Street, Coatbridge.

Recommendations

It is recommended that committee decides that

1. No action be taken to relocate the existing crossing on Woodside Street.
2. Agrees to establish a new crossing on Woodside Street outside the Tesco

store.

Supporting Documents
Council business Targeting resources to those areas most in need contributes
plan to 2020 to the key priority of Improving the health and care of our

communities.
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1. Background

1.1 The service received two petitions from residents requesting a controlled pedestrian
crossing facility on Woodside Street, Coatbridge, at the local Tesco. These petitions
were received by the council on the 26 June 2017 and the 22 September 2017
containing 510 and 241 signatures respectively.

1.2 The Tesco store is located on Woodside Street, a local distributer road, at the
junction of Lismore Drive. There are three further road junctions located within 50m
of this locus.

1.3 An existing controlled pedestrian crossing facility is located approximately 95m north
of the abovementioned locus.

1.4 This locus has pedestrian barriers installed to direct pedestrians to designated
crossing points in the vicinity of this store.

1.5 At the meeting on the 08 November 2017 the Infrastructure Committee decided that
the matter be continued to allow the repositioning of the existing pedestrian crossing
to be considered.

1.6 Waiting restrictions are installed outside the Tesco to discourage drivers parking at
and obstructing visibility for pedestrians crossing and motorists using Woodside
Street.

1.7 The existing waiting restrictions are regularly disobeyed by motorists visiting the
adjacent shops, therefore, increasing the risk to pedestrians crossing Woodside
Street.

2. Report

2.1 Surveys to establish the number of pedestrians crossing the road and the number of
vehicles using the road were undertaken at two locations

• at the existing pedestrian crossing south of Rowanwood Crescent

• adjacent to Tesco between Mitchell Street and Lismore Drive

2.2 At the existing pedestrian crossing the maximum number of pedestrians crossing
the road in the morning peak (08:00hrs to 09:00hrs) and afternoon peak (15:15hrs to
16:15hrs) was 33 and 48 respectively. The two way vehicle flow at the same time
was 607 vehicles in the morning peak and 641 vehicles in the afternoon peak.

2.3 Outside the Tesco store the maximum number of pedestrians crossing the road in
the morning peak (08:00hrs to 09:00hrs) and afternoon peak (15:45hrs to 16:45hrs)
was 46 and 59 pedestrians respectively. The two way vehicle flow at the same time
was 661 vehicles in the morning peak and 780 vehicles in the afternoon peak.



2.4 From the surveys undertaken it can be seen that there is similar use at each
location. The existing controlled crossing achieved a PV2 value of 0.25 and outside
the Tesco a PV2 value of 0.3. Therefore, none of the locations met the criteria for
the installation of a controlled crossing which requires a PV2 value of 1.0 or greater.

2.5 Given the age of the equipment at the existing pedestrian crossing there is no
benefit of reusing any of the equipment at an alternative location. The primary costs
associated with a controlled pedestrian crossing is associated with the installation of
the power supply and civil engineering works.

2.6 Whilst a new crossing could be established adjacent to the traffic island at Mitchell
Street or outside the existing Tesco guidance (Local Transport Note 2/95, The
Design of Pedestrian Crossings, produced by the Department of Transport and
endorsed by the Scottish Executive) stipulates that crossings should be located
away from conflict points. A minimum distance of 20m from a junction is suggested
to give drivers adequate opportunity to appreciate the existence of a crossing and to
allow them to brake safely. Both locations would be within 20m from a junction.

2.7 In addition to the normal works associated with a controlled pedestrian crossing,
siting a new crossing adjacent to the traffic island at Mitchell Street would require
additional ancillary works such as pedestrian guardrail. Pedestrians would also
need to cross Mitchell Street without any control prior to crossing Woodside Street
therefore introducing an additional risk to pedestrians.

2.8 Anecdotal evidence shows that pedestrians will take the shortest route to their
destination. Therefore, it is likely that pedestrians will continue to cross outside
Tesco if a new crossing was established adjacent to the traffic island at Mitchell
Street.

2.9 It is proposed that a new crossing be installed on Woodside Street outside the
Tesco store.

3. Implications

3.1 Financial Impact

The estimated cost associated with installing a road crossing facility at this locus is
£10,000.

3.2 HR/Policy/Legislative Impact

No impact

3.3 Environmental Impact

No impact

3.4 Risk Impact

The risk associated with accepting the recommendations in this report is considered
to be low.



4. Measures of success

4.1 Injury accident statistics for the locus to remain below the council's intervention
levels, see paragraph 3.2. These statistics are regularly updated and reviewed.

Kenneth Forbes
Head of Environmental Assets


